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AUTORIPARABILE

Dopo un urto accidentale, si inserisce automaticamente nella
propria sede di scorrimento, evitando I'intervento del servi-
ziotecnico.

Ritorna immediatamente operativa e non interrompe il vostro
ciclo produttivo.

SICURA

Completamente priva di barre o parti rigide, garantisce in
qualsiasi situazione la sicurezza del vostro personale e dei
mezzi.

VELOCE

L’assenza delle barre di irrigidimento ed un comando di varia-
tore dli velocita (Inverter), permette una velocita di ciclo, fino a
2,5m/s.

ERMETICA -RESISTENTE

Lo scorrimento del telo, guidato lateralmente da profili auto-
lubrificanti garantisce tenuta eremetica ed una resistenza al

SELF-REPAIRING

After an accidental impact, it automatically returns to its
sliding guides, avoiding any technical servicing
intervention.

Immediately starts to function again and does not interrupt
your production cycle.

SAFE

Completely free of bars or rigid parts, ensures the safety of
your staff and vehicles in any situation.

T L o LR

FAST

No stiffening bars and an inverter for speed control, allows
a cycle speed up to 2.5 m/s.

AIRTIGHT - RESISTENT

Self-lubricating side sections guide the sliding of the
curtain ensuring airtightness and wind resistance of
80Kg/m2

CHIUSURE RAPIDE AUTORIPARANTI - HIGH SPEED SELF-REPAIRING DOOR
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